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TABLE 21 - STAKE BED TRUCK, REGULAR CAB, 4 X2 AND 4 X 4

The regular cab stake truck and body size shall be as specified. The stake body shall consist of a steel frame platform, with cross
sills of minimum 11 gauge carbon steel located on maximum 18 inch centers. Floor shall be of tongue and groove or ship lapped
wood, minimum 29 mm (1.125 in) thickness. Wood shall be apitong or similar type of hardwood. Pressure treated dense Southern
Yellow Pine is acceptable. The body shall have removable interlocking rack sections, minimum 71 cm (28 in) high, and each
equipped with a spring-loaded device to lock them to the body. Rear wheels shall be furnished with mud flaps at the rear. Rear
end protection shall be furnished conforming to FMCSR 393.86. The spare tire/'wheel assembly shall be mounted on a carrier on
afront rack section, or under the chassis. Stake racks and platform body shall be painted black. Clear coat is not required for racks
and plaform. Dump stake bodies shall incorporate structural steel channel long sills. Wiring harness for the body shall have over-
load protection and be enclosed in conduit or plastic loom, except at terminal ends, and shall be secured by hangers to the under-
body on not more than 46 cm (18 in) centers. The front rack section shall be capable of withstanding a horizontal static load equal
to one-half the payload capacity of the load space without permanent distortion of the rack section or it's mounting.

The equipment listed below shall be the minimum furnished on all vehicles listed in thistable.

Style, Cab - 2 Door Fuel cap., min.,L (GAL) 113 (30)

Front seat type - Split bench Seating cap., min. - 3 Pass. ) »
Vinyl upholstery Radio - AM/FM —
Transmission - Auto Air conditioning

Differential, ratio - OEM std. Intermittent wipers @

Brakes, Type - Power/ABS all wheels Mud flaps

Steering - Power Rubber floor covering

Cooling System - HDA Supplemental Restraint System

ITEM NO. 122 123 124 124B 124D 128 129 129A** 129B**
PAYLOAD min., kg (o) 1293 (2850) 1666 (3,674) 2124 (4683) 3221 (7100) 4377 (9650) | 1315 (2900) 1905 (4200) 3084 (6800) 3992 (8800)
GVWR min./max., 3900 (8,600)/ 4172 (9,200)/ 4988 (11,000)/ 6802 (15,000)/ 7709 (17,000)/| 4172 (9,200)/ 4988 (11,000)/ 6802 (15,000)/ 7936 (17,500)/
kg (Ib) 4172 (9,200) 4489 (9,900) 5668 (12,500) 7482 (16,000) 9069 (19,999) | 4489 (9,900) 5668 (12,500) 7256 (16,000) 9069 (19,999
Engine, min.CD/cyl, 541/8 541/8 541/8 6.8L/8 6.8 /8-10 541/8 5.4L/8 6.81/8-10 6.8L/8-10
Transfer case. N/A N/A N/A N/A N/A 2 9pd. 2 spd., 2 spd. 2 spd.
Suspension/shocks HDA HDA HDA HDA HDA HDA HDA HDA HDA
Hubs, frt, wheels locking N/A N/A N/A N/A N/A mir, std. mir. std. mir. std. mir. std.
Wheels, dia. 16in/single  16in/single  16in/dualrear 19.5in./ 19.5in/ 16in/single  16in./ 19.5in/ 195in/
dual rear dual rear dual rear dual rear dual rear
Tires, type/tread,min.  LT235/R/as LT235/R/AS  LT215/R/as Commercial Commercial LT235/R/AT  LT215/R /A Commercial Commercial
235-85R AS 225/70R/AS 225/FA-AT/ 225/FA-AT/
RA-TT RA-TT
Alternator/battery 130 amp/ 130 amp/ 130 amp/ 130 amp/ 130 amp/ 130A/600CCA 1304/ 1304/ 1304/
600 CCA 600 CCA 600 CCA 600 CCA 650 CCA 600CCA 600 CCA 650 CCA 650 CCA
Body, stake Tengh 2.48) 248 2.7 3.7(12) 43 (14) 2.4 8) 2.709) 3.7012) 43 (14)
nominal,M (FT)
Cab to axle, cm (in.) 142 (56) 142 (56) 152 (60) 213 (84) 274 (108) 142 (56) 152 (60) 213 (84) 274 (108)
Mirrors Low mount Low mount RM RM RM Low mount RM RM RM

Notes: It is highly recommended that option D3, special traction rear axle, be ordered for vehicles frequently used in 4-wheel drive application.

** indicates sole source item.
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TABLE 21 - STAKE BED TRUCK, REGULARCAB, 4 X2 AND 4 X 4

REPRESENTATIVE VEHICLES m
ITEMS: 122 123 124 124B 124D

Ford (F) F250 F350 F350 F450 F550

(Te N/Aw/ (T6 N/A w/
STD ENG in CA) STD ENG in CA)

GM (G) 2500 C2500HD 3500 4500 5500

Body Length:

2.4m(8ft)

Ford (F) F20 w/66D F30 w/66D

GM (G) 25903 w/ZW9| C25903HD w/ZW9

2./m (9 ft)

Ford (F) - F34 F36 F46 F56

GM (G) 36003 C4c042 50042

3.6m(121)

Ford (F) - - F36 F46 F56

GM (G) (36403 C4C042 50042
42m(141)

Ford (F) - - - F46 F56

GM (G) - - - C4c042 50042
4.8 m (16ff)

Ford (F) - - - F46 F56

GM (G) - - - C4C042 50042
REPRESENTATIVE VEHICLES m

ITEMS: 128 129 129A** 129B**
Ford (F) F350 (T6 N/A w/STD ENG in CA) F350 (T6 N/A w/STD ENG in CA) F450 F550
GM (G) K3500 K3500 - -
Body Length:

24m(81t)

Ford (F) F31 w/66D

GM (G) K35903 w/ZW9

2./m (9 1t)

Ford (F) F35 F37 F47 F57
GM (G) - K36003 - -
3.6m(121)

Ford (F) - F37 F47 F57
GM (G) - K36403 - -
42m (14 1)

Ford (F) - - F47 F57
GM (G) - - - -
4.8m (16 1t)

Ford (F) F57
GM (G) -

** indicates sole source item.
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TABLE 21 - STAKE BED TRUCK, REGULAR CAB, 4 X2 AND 4 X 4

Optional Equipment:
A = Option available A** = Sole source S = Standard on specified item - = Not Available

OPTION CODES 122 123 124 124B 124D | 128 129 129A** 129B**

AT All-terrain/on-off road tires min. rear A A A - - S S - -

B0O9 Stake body 2.7 m (9 ff) on - AP S A A AP S A A
CA of 152 cm (60in)

B12 Stake body 3.7 m (12 fi) - - A S A - A S A
(REQ MIN CA of 213 cm (84 in.)

B14 Stake body 4.3 m (14 fi) - - - A S - - A S
(REQ MIN CA of 274 cm (108 in.)

B16 Stake Body 4.8 m (16 ff) - - - - A - - - A
(REQ MIN CA of 304 cm (120 in.)

BBS Bulkhead, front steel solid type A A A A A A A A A
w/screen opening
(in place of front racks) A A A A A A A A A

BDF Diamond tread steel on platform floor A A A A A A A A A

BDS Dump hoist (fuel cap 71L (19 gal.), A A A A A A A A
(min) (req. PT)(N/A w/HTG, HTGU, RH4)

BF Solid bench seats AR AR AR AR AR A™(F) A™(F) A™(F) AP

BRH Stake racks, min. 100 cm (40 in.) A A A A A A A A A
high in place of 28 in.

BSF Smooth steel plate on platform floor A A A A A A A A A

BUA Backup alarm A A A A A A A A A

CM Carpeted floor covering A A A A A A A A A

CNG Compressed Natural Gas Only A (G) - A (G) -

CNG2  Bi-fuel, CNG or gasoline A~ (G) - - - A~ (G) -

CNS Consignee delivery A A A A A A A A A

CRTS  Cruise control/tilt steering A A A A A A A A A

Cu Cloth upholstery A A A A A A A A A

D3 Special fraction differential A A A A A A A A A

D7 Towing/mountain ratio A A A A A A A A A

DA Delete air conditioning A A A A A A A A A

DRL Daytime running lights A A A A A A A A A

Eb Fight/ten cylinder, extra power, A™(F) A A S S A A S S
min. 6.8 L.

EH Block heater, OEM (std. w/YD) A A A A A A A A A

EHM Engine Hour Meter A™(G) A™(G) A™(G) A™(G) A™(G)

FTH Front tow hooks - - - - - S S S S

HTG Hydraulic tailgate (N/A w/BDS), A A A A A A A A A
(N/A Ford w 8 ft. body)

HTGU  Hydraulic tailgate, fold under - - A A A A A A A
(req. B12 or longer body),
(N/A w/BDS or RH4)

HTP Power close tailgate (use w/HTG only) A A A A A A A A A

J560  7-way tractor trailer electrical receptacle A A A A A A A A A
(Military Use)

MBG  Brush guard A A A A A A A A A

MEW  Electric winch A A A A A A A A A

MIL Military data plate A A A A A A A A A

MPS Snow Plow Package - A A A A
(Includes S2)

PSM Parts and service manuals, Printed A A A A A A A

PSME  Parts and service manuals, Electronic A A A A A A A A A

PT PTO opening (req. E5 or YD) A A A A A A A A

PWL Power windows and locks A A A A A A A A A

-
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TABLE 21 - STAKE BED TRUCK, REGULARCAB, 4 X2 AND 4 X 4

OPTION CODES 122 123 124 124B 124D | 128 129 129A** 129B**
RACS  AM/FM radio w/integral cassette player A A A A A A A A A
RAD AM/FM radio w/integral CD player A A A A A A A A A
RH4 Class 4 Trailer towing package A A A A A A A A A
RKE Remote keyless entry A A A A A A A A A
RS Reclining bucket/captain chair seats A A A A A A A A A
SK Metric odometer A A A A A A A A A
SP Skid plates - - - A A A A
SRG Sliding rear window A A A A A A A A A
SZ Snowplow prep. package, OEM - - - - - A A A A
15 5 speed manual fransmission (N/A w/Eb or YD) A™(G) A~G) A~G) - - A™(G) A™(G) -

16 6 speed manual fransmission (G REQ E5 or YD) A A A A A A A A A
D Delete spare A A A A A A A A A
T Traction tread rear tires (commercial fire) - - - A A - - S S
WA Wide track rear axle - - A - - - A

WR Increase GYWR - - - A~G) A~G) - - - -
YD Diesel engine, turbocharged (includes EH) A A A A A A A A A

NOTE: It is highly recommended that option D3, special traction rear axle, be ordered for vehicles frequently used in 4-wheel drive application.

** Indicates sole source item
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TABLE 22 - STAKE BED TRUCK, EXTENDED CAB, 4 X2 AND 4 X 4

The extended cab stake truck and body size shall be as specified. All applicable requirements of the text of Table 21 shall
apply. The equipment listed below shall be the minimum furnished on all vehicles listed in thistable.

Style, Cab - 4 Door Cooling system - HDA

Wheelbase - as required Seating capacity, min. - 4 pass.

Transmission - Auto/HDA Radio - AM/FM N

Differential, ratio - OEM std. Mud Flaps —

Brakes, Type - Power/ABS all wheels Air conditioning L1
Steering - Power Intermittent wipers Wg
Front seat type - Split bench Rubber floor covering

Vinyl upholstery Supplemental Restraint System

ITEM NO. 122C** 123C 124C 124H** 124J)** 128C 129C 129H** 129J**
PAYLOAD min., kg (b) 1133 (2,500) 1360 (3,000) 1802 (3972) 3120 (6,880) 4072 (8,980) | 1224 (2,700) 1706 (3762) 2893 (6,380) 3845 (8,480)
GVWR min./max., kg (b) 3900 (8,600)/ 4172 (9,200)/ 4988 (11,000 6802 (15,000)/ 7709 (17,000)/] 4172 (9,200)/ 4988 (11,000)/ 6802 (15,000)/ 7709 (17,000)/
4172 (9,200) 4489 (9,900) 5668 (12,500) 7482 (16,0000 9069 (19,000) | 4489 (9,900) 5668 (12,500) 7482 (16,000) 9069 (19,999
Engine, min.CD/cyl. 541/8 541/8 541/8 6.8L/8-10 6.8L/8-10 541/8 541/8 6.8L/8-10 6.8L/8-10
Transfer case. N/A N/A N/A N/A N/A 2 spd. 2 spd. 2 spd. 2 spd.
Suspension/shocks HDA HDA HDA HDA HDA HDA HDA HDA HDA
Hubs, frt. wheels locking  N/A N/A N/A N/A N/A OEM std. OEM std. OEM std. OEM std.
Whegls, dia. 16in/single  16in/sngle 16 in/dual rear  19.5in. w/ 19.51n. w/ 16 in/single 16 in./dual rear  19.5in. w/ 19.51n. w/
dual rear dual rear dual rear dual rear
Tires, type/tread,min. LT235/R/AS  LT265/R/AS  LT215/R/AS Commercial Commercial LT265/R/AT  LT215/R/AT Commercial Commercial
225RLR-FAS 225R LR-FAS 225R LR-F AS- 225R LR-F AS-
FTTR FTT-R
Alternator/battery 130/750 130/600 130/600 130/750 130/750 130/600 130/600 130/750 130/750
Fuel capacity, min., I (gal.) 143 (38) 97 (26) 151 (80) 157 (40) 157 (40) 143 (38) 97 (26) 151 (40) 151 (40)
Body, stake length 2.4 (8) 2.4 (8) 2.7 09 2.7 9 2.7 9 2.4 (8) 2.7 09 2.7 09 2709
nominal, m (ft.)
Cab 1o axle, min./max., 142 (56) 142 (56) 152 (60) 1562 (60) 152 (60) 142 (56) 152 (60) 1562 (60) 157 (60)
cm (in.)
Mirrors low mount low mount RM RM RM low mount RM RM RM
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TABLE 22 - STAKE BED TRUCK, EXTENDED CAB, 4 X2 AND 4 X 4

REPRESENTATIVE VEHICLES m

ITEMS: 122C** 123C 124C 124H** 124J**

Ford (F) F250 F350 F350 F450 F550
(Te N/Aw/ (T6 N/A w/
STD ENG in CA) STD ENG in CA)

GM (G) C2500HD 3500

Body Length:

2.4m(8ft)

Ford (F) X20 X30 -

GM (G) - (C25953HD w/9W9 (36053

2./m (9 ft)

Ford (F) - X34 X36 X46 X56

GM (G)

3.6m(121)

Ford (F)

GM (G)

REPRESENTATIVE VEHICLES m

ITEMS: 128C 129C 129H** 129J**
Ford (F) F350 (T6 N/A w/STD ENG in CA) F350 (T6 N/A w/STD ENG in CA) F450 F550
GM (G) K3500 K3500 - -
Body Length:

24m@8ft)

Ford (F) X31

GM (G) K35953 w/9W9

2.7m (9 1t)

Ford (F) X35 X37 X47 X57
GM (G) - K36053 - -
3.6m(12ft)

Ford (F)

GM (G)

** indicates sole source item.
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TABLE 22 - STAKE BED TRUCK, EXTENDED CAB, 4 X2 AND 4 X 4

Optional Equipment:
A = Option available A** = Sole source S = Standard on specified item - = Not Available

OPTION CODES 122¢* 123 124C 124H** 124J)** | 128C 129C¢ 129H** 129J)**
AT All-terrain/on-off road tires A A A - - S S - -
B09  Stake body 2.7 m (9 ft.) on - A™(F) S S S A™(F) S S S
CA of 152 cm (60 in.)
B12 12 Body length - - A™(G) - - - A™(G) - -
BBS Bulkhead, front steel solid type A A A A A A A A A
w/screenopening (in place of front racks)
BDF Diamond tread steel on platform floor A A A A A A A A A
BF Solid bench seat A™(F) A™(F) A™(F) A™(F) A™(F) A™(F) A™(F) A™(F) A™(F)
BRH Stake racks, min. 100 cm (40 in.) A A A A A A A A A
high in place of 28 in.
BSF Smooth steel plate on platform floor A A A A A A A A A
BUA Backup alarm A A A A A A A A A
CM Carpeted floor covering A A A A A A A A A
CNS  Consignee delivery A A A A A A A A A
CRTS  Cruise control/tilt steering A A A A A A A A A
CU Cloth upholstery A A A A A A A A A
D3 Special fraction differential A A A A A A A A A
D7 Towing/mountain ratio (F Req YD) A A A A A A A A A
DA Delete air conditioning A A A A A A A A A
DRL Daytime running lights A A A A A A A A A
E5 Eight/ten cylinder, extra power, min. 6.8 L. A A A S S A A S S
EH Block heater, OEM (std. w/YD) A A A A A A A A A
EHM  Engine Hour Meter A™(G) A™(G) A™(G) A™(G)
FTH Front tow hooks S S S S
J560  7-way tractor trailer electrical receptacle A A A A A A A A A
(Military Use)
MBG  Brush guard A A A A A A A A A
MEW  Electric winch A A A A A A A A A
MIL Military data plate A A A A A A A A A
MPS  Snow Plow Package - A A A A
(Includes SZ)
PSM  Parts and service manuals, Printed A A A A A A A A A
PSME  Parts and service manuals, Electronic A A - - A A
PT PTO opening (requires £5 or YD) A A A A A A A A
PWL  Power windows and locks A A A A A A A A A
RACS  AM/FM radio w/integral cassette player A A A A A A A A A
RAD  AM/FM radio w/integral CD player A A A A A A A A A
RH4 Class 4 Draw bar receiver A A A A A A A A A
RKE Remote keyless entry A A A A A A A A A
RS Reclining bucket/captains chair seats A A A A A A A A A
SK Metric odometer A A A A A A A A A
SP Skid plates - - - - - A A A A
SRG Sliding rear window A A A A A A A A A
S7 Snow plow prep package (OEM) - - - - A A A A
15 5 speed transmission (n/a w/E5 or YD) - A™(G) A™(G) - - A™(G) A™(G)
16 6 speed manual transmission (G REQ E5 or YD) A A A A A A A A A
lb) Delete spare A A A A A A A A A
T Traction tread rear tires (commercial tires) - - - A A - - S S
WA Wide track axle - - A - - - A - -
YD Diesel engine, turbocharged (includes EH) A A A A A A A A A

Note: It is highly recommended that option D3, special traction rear axle, be ordered for vehicles frequently used in 4 wheel drive application.

-
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TABLE 23 - STAKE BED TRUCK, CREW CAB, 4 X2 AND 4 X 4

The crew cab stake truck and body size shall be as specified. All applicable requirements of the text of Table 21 shall apply.
The equipment listed below shall be the minimum furnished on all vehicleslisted in thistable.

Style, Cab - 4 Door Fuel capacity, min.,L (GAL) - 113 (30)

Wheelbase - as required Seating capacity, min. - 5 pass.

Engine type - Gas Radio - AM/FM

Transmission - Auto/HDA Air conditioning |

Differential, ratio - OEM std. Intermittent wipers — = = T

Brakes, Type - Power/ABS Front Seat Type - Split bench @ — [ J
Steering - Power Vinyl upholstery

Rubber floor covering Mud flaps

Cooling system - HDA Supplemental Restraint System

ITEM NO. 122 123E 124E 124F 124G 128E 129D 129E** 129F**

PAYLOAD min., kg (Ib) 998 (2200) 1360 (3,000) 1905 (4,200) 3265 (7,200) 4300 (9,500) [1269 (2,800) 1452 (3200) 3060 (6745) 4218 (9,300)

GYWR min./max, kg (o) 3900 (8,600)/ 4172 (9,200)/ 4988 (11,000)/ 6802 (15,000)/ 7709 (17,000)/]14172 (9,200)/ 4988 (11,000)/ 6802 (15,000)/ 7936 (17,500)/
4172 (9,200) 4489 (9,900) 5668 (12,600) 7482 (16,0000 9069 (19,999) [4489 (9,900) 5668 (12,500) 7256 (16,0000 9069 (19,999

Cab 1o axle, CM (IN) 142 (56) 142 (56) 142 (56) 152 (60) 152 (60) 142 (56) 142 (56) 152 (60) 152 (60)

Engine, min. CD/cyl. 541/8 541/8 541/8 6.8 /8 6.8 /8-10 541/8 5.4L/8 6.8 L/8-10 6.8L/8-10

Transfer case. N/A N/A N/A N/A N/A 2 spd. 2 3pd. 2 spd. 2 spd.

Suspension/shocks HDA HDA HDA HDA HDA HDA HDA HDA HDA

Hubs, frt, wheels locking N/A N/A N/A N/A N/A mfr std. mir std. mir std. mir std.

Wheels, dia. 16 in./single 16 in./single 16 in./dual rear  19.5 in./dual rear 19.5 in/dual rear]16 in./single 16 in/ dual rear  19.5 in/dual rear 19.5 in./dual

rear

Tires, type/tread,min. ~ LT235/R/AS T235/R/AS  LT215/R/AS  Commercial Commercial LT245/R/AT  LT215/R /AT Commercial Commercial
235-85RAS/  LT225/70R/AS 225 RFA-AT/ 225 RFA-AT/
225-70R Hwy RA-TT RA-TT

Alternator/battery 130 A/600 CCA 130 A/600 CCA 130 A/600 CCA 130 A/600 CCA 130 A/600 CCA|130 A/600 CCA 130 A/600 CCA 130 A/650 CCA 130 A/650 CCA

Body, stake length 2.4 (8) 2.4 (8) 2.4(8) 2.709) 2.79) 2.4(8) 2.4(8) 2.709) 2.709)

nominal, m (ft)
Mirrors low mount low mount RM RM RM low mount RM RM RM

Notes: It is highly recommended that option D3, special traction rear axle, be ordered for vehicles frequently used in 4-wheel drive application.

** indicates sole source item.
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TABLE 23 - STAKE BED TRUCK, CREW CAB, 4 X2 AND 4 X 4

REPRESENTATIVE VEHICLES m
ITEMS: 122E** 123E 124E 124F 124G
Ford (F) F250 F350 F350 F450 F550
(n/a, w/std (n/a, w/std
ENG & T6 in CA) ENG & T6 in CA)

GM (G) C2500HD 3500 4500 5500
Body Length:
24m(8f)

Ford (F) (F) W20 w/66D | (F) W30 weeD (F) W32 weeD -

GM (G) (G) C25943HD w/ZW9 | (G) C35943 w/ZW9
2.7/m (9 1)

Ford (F) (F) W34 (F) W36 (F) W46 (F) W56

GM (G) (G) CC4E042 (G) CC5E042
REPRESENTATIVE VEHICLES m

ITEMS: 128E 129D 129E** 129F*+*
Ford (F) F350 F350 F450 F550
GM (G) K3500 K3500 - -
Body Length:

24m@8f)

Ford (F) (F) W31 w/66D (F) W33 w/66D

GM (G) (G) K35943 w/ZW9 (G) K35943 w/ZW9

2.7/m (9 1t)

Ford (F) (F) W35 (F) W37 (F) W47 (F) W57
GM (G)

** indicates sole source item.

®
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TABLE 23 - STAKE BED TRUCK, CREW CAB, 4 X2 AND 4 X 4

Optional Equipment:
A = Option available A** = Sole source S = Standard on specified item - = Not Available

OPTION CODES 122E** 123E 124E 124F 124G 128E 129D 129E** 129F**
AT All-terrain/on-off road tires A A A - - S S - -
BBS Bulkhead, front steel solid type w/screen opening A A A A A A A A A
(in place of front racks)
BDF Diamond tread steel on platform floor A A A A A A A A A
B09 Stake body 2.7m (9 ft) on A AR AR S S A™(F) AR S S
CAof 152 cm (60 in.)
BF Solid bench seat AR AR AR AR AR AR AR AR AR
BRH Stake racks, min. 100 cm (40 in.) A A A A A A A A A
high in place of 28 in.
BSF Smooth steel plate on platform floor A A A A A A A A A
BUA Backup alarm A A A A A A A A A
CcM Carpeted floor covering A A A A A A A A A
CNS Consignee delivery A A A A A A A A A
CRTS  Cruise control/tilt steering A A A A A A A A A
Cu Cloth upholstery A A A A A A A A A
D3 Special fraction differential * A A A A A A A A A
D7 Towing/mountain ratio A A A A A A A A A
DA Delete air conditioning A A A A A A A A A
DRL Daytime running lights A A A A A A A A A
E5 Eight/ten cylinder, extra power, min. 6.8 L. A A A S S A A S S
EH Block heater, OEM (std. w/YD) A A A A A A A A A
EHM  Engine Hour Meter - A™(G) A™(G) - - A™(G) A™(G)
FTH Front tow hooks - - - S S S S
HTG Hydraulic Lift Tail Gate N/A Ford w/8 ft. body A A A A A A A A
HTP Power Close Lift Gate A A A A A A A A A
J560  7-way tractor trailer electrical receptacle A A A A A A A A A
(Military Use Only)
MBG  Brush guard A A A A A A A A A
MEW  Electric winch A A A A A A A A A
MIL Military data plate A A A A A A A A A
PSM  Parts and service manuals, Printed A A A A A A A A A
PSME  Parts and service manuals, Electronic A A A A A A -
PT PTO opening (requires E5 or YD) - A A A A A A A A
PWL Power windows and locks A A A A A A A A A
RACS  AM/FM radio w/integral cassette player A A A A A A A A A
RAD  AM/FM radio w/integral CD player A A A A A A A A A
RH4 Class 4 Draw bar receiver A A A A A A A A A
RKE Remote keyless entry A A A A A A A A A
RS Reclining bucket/captains chair seats A A A A A A A A A
SK Metric odometer A A A A A A A A A
SP Skid plates - - - A A A A
SRG Sliding rear window A A A A A A A A A
S7 Snow plow prep package (OEM) - - - A A A A
15 5 speed transmission (n/a w/ES or YD) - A™(G) A™(G) A™(G) A™(G)
T6 6 speed manual transmission (G req. E5 or YD) A A A A A A A A A
0 Delete spare A A A A A A A A A
T Traction tread rear tires (commercial tires) - - - A A - S S
WA Wide track rear axle - - A - A - -
YD Diesel engine, turbocharged (includes EH) A A A A A A A A A

Note: It is highly recommended that option D3, special traction rear axle, be ordered for vehicles frequently used in 4 wheel drive application.

** Indicates sole source item.
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